
Product Features  

• Time ranges available 1, 3, 5, 15, 30 and 60 minute,
and 2 hour

• SPST switching 
• Center stud or two screw mounting options
• .250” quick disconnect tab terminals
• Phenolic case for high temperature applications
• 310 degree of wind
• Operating temperature range:

-25º F to 257ºF
-32º C to 125ºC

• Handles load current to 20 Amps
• Dimensions: 1.69”x 1.81”x 1.53” (HxWxL)
• Shaft Dimensions: .182” Dia. with double flat,

.236” Dia with single flat, .250”Dia. with single flat
• UL and CUL recognized

Available Options

• With or without bell feature
• Manual hold feature
• 270 degree of wind

Ratings

20 amp    125 VAC  
10 amp    250VAC

24 SERIES

Product Features  

• Time ranges available from 1 minute to 12 hour
• SPST, SPDT or DPST switching options
• Center stud, two screw or through panel 

mounting options
• Screw terminals for lead connection
• Phenolic case for high temperature applications
• Operating temperature range:

-20º F to 250ºF
-31º C to 121ºC

• 310 and 360 degree of wind available
• Handles load current to 20 Amps
• Some models handle load current to 28 Amps
• Dimensions: 2.67” Dia.; depth 1.5”
• Shaft dimension: .182” Dia. with double flat
• UL recognized and CSA Certified

Available Options

• Adjustable stop feature for repeated operations 
where the time cycle remains the same

• Splash proof construction for use in damp, humid 
environments

• Push-button lock release to initiate time cycle
• Manual hold feature

Ratings

20 amp     240 VAC
1 hp 120-240 VAC

70 SERIES

Product Features  

• Time ranges: 15, 30, 60 minute, 2, 4, 6, 12 hour 
• SPST, SPDT (w/jumper), DPST switching options
• Combined N.O. and N.C. switching configuration
• Center stud mounting
• Side wired with terminal screws for positive connection
• Timer mechanism kept electrically isolated from 

switching components for safety advantage
• 310 degree of wind
• Operating temperature range:

0˚F to 175˚F
-18˚C to 80˚C

• Handles load current to 20 Amps
• Dimensions: 2.75”x 1.75”x 1.20” (HxWxL)
• Shaft dimension: .182” Dia. with double flat
• UL and CUL Listed

Optional Switching Configurations

• Normally Open – Normally Open (NONO)  
• Normally Closed – Normally Closed (NCNC)
• Manual hold feature

Ratings

20 amp (Non-Ind) 125 VAC
10 amp (Non-Ind) 250 VAC
10 amp (Non-Ind) 277 VAC
7 amp 125 VACT
1 hp 125 VAC
1 hp 250 VAC

93P SERIES

For engineering support & technical information visit us at:
www.mhrhodes.com

We’re As Customized As You 

Need Us To Be

We can provide you with off-the-shelf products, if that’s 

what you’re looking for. If you need something a bit more 

specific to your needs, we offer modified standards for 

unique requirements regarding switching configuration,

component materials or mounting options. If you need

something completely different, we can create totally new

designs for you through customized sourcing or complete

contract assembly efforts.e

MEDICAL   GENERAL INDUSTRIAL APPLIANCE

Online E-engineering Support

Our complete OEM product line is available online

through our easy-to-use site navigation platform.

Each timer category features a menu listing specifica-

tions, available options, dimensions, mounting 

configuration and the ability of downloading either 

2-D or 3-D engineering drawing files for each 

of the timers. Product engineering drawings can be

downloaded efficiently.



M.H. Rhodes Panel Mount 
Product Line

Our frontline of panel mount time switches includes

the 24, 70 and 93P series.They’re all used for turning

“off ” or “on” a circuit at the end of a pre-set time

period. Each of these timers is designed to handle 

the switching requirements for the appliance,

automotive, medical laboratory apparatus, and general

OEM industries.

Our panel mount line offers 
the following engineered product
features:

• Center stud, two screw, or through panel 
mounting options

• Multiple time ranges from one minute to 
twelve hours

• SPST, SPDT and DPST switching options

• Bell signal option

• Handles severe operating environments including 
heat, humidity and corrosion

• UL, CUL and CSA approved 

• Custom dials and knobs are available

24/70/93P Series 

M.H. Rhodes
Precision crafted

timing devices

Each of our 
panel mount timers 

is specifically set to  
meet your standards.

C
ustom

ized Panel M
ount Tim

e Sw
itches

An Exemplary Level Of
Customer Support

At M.H. Rhodes, we’re committed to 
providing a high level of support to 

our customers through a full array of services.
These include online e-engineering 

support through our web site and engineering
staff, customized product sourcing, application 

support, a domestic-based manufacturing 
facility, and a network of field sales 
representatives who offer on-site 

consultation services.

Our Business Philosophy

Choosing the right supplier can be an arduous
task. It requires the careful consideration of
price, delivery, solvency, integrity, experience,

stability, capability and reliability,

All of our supplier relationships are 
enhanced by our ongoing communication

through honest dialog.

We continually validate your choice 
through superior product quality,

specialized customer support, and price.
And for 70 years, we’ve encouraged our

clients to share their comments with 
us on how we can improve.

We hope you choose M.H. Rhodes as 
your strategic supplier, and more importantly,

as your partner.

M.H. Rhodes
105 Nutmeg Road South • South Windsor, CT 06074 USA

Telephone: 860-291-8402 • Fax: 860-610-0897
www.mhrhodes.com

A division of Capewell Components Company LLC

If you require additional information 
or a product sample, contact 

M.H. Rhodes at 860-291-8402.
To locate a field representative 

in your area, visit our web site at
www.mhrhodes.com 

for complete contact information.

 




